
FY-3200L / H4

FY-3200L / H4
3.2M print width, High Speed Solvent Printer

The  pursuit  of  better  performance  at  cost

Inkjet Printing Equipment & Solutions Supplier Wall Wrapping Bill Board Car and fleet wrapping Background

FY-3200L / H4

SPT Alpha 1024HG
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2PASS

3PASS

4PASS

260m²/h                              

172m²/h                        

131m²/h    

131m²/h                        

86m²/h                        

65m²/h    

3200mm

Options
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Banner,vinyl,mesh and other roll to roll outdoor printing material.

United Fancy / Maintop 

AC220V   50HZ   5A           1100W 

AC220V   50HZ   9A           1980W 

AC220V   50HZ   7A           1600W

Solvent ink   Eco solvent ink

Front,middle and back heater,IR dryer,fan cooling system

Individual positive pressure cleaning,
manual one-piece capping,LED lamp at home position

Negative pressure ink supply

RJ45

RIP：

Media：

Ink：

Ink supply system：

Print Interface：

Heating System：

Cleaning and Maintenance System：

L5550mm x W750mm x H840mm           850KG

L4576mm x W1062mm x H1345mm       650KG

Model

Printhead

Print width

Print Speed

Number of Printhead

*

Technical Specifications

1、The speed data are taken from the printer at high speed,a difference of 10% may occur when 

       running with different computers.

2、Product specifications are subject to change without notice in advance.Color and shape in picture 

       are for reference,computer and monitor not included.All rights reserved!

      

Printer：

Dryer：

Package Size：

Platform heating：

Printer Dimension：

With 4 pcs of Alpha printhead, the latest technology from SPT, par�cularly designed for signage prin�ng, featuring high 

performance and low affordability, 30Khz  fire frequency, 25pl droplet size, duo colors per head. A perfect combo of 

speed and resolu�on.

Heating Take-up system

Smart crash snsor system. Imported silent slider and linear guide is used for 

and stable carriage moving.

Individual color purging system minimizes waste 

of ink.

Knock-down package design to minimize crate size 

for lower transportation cost.

Operation system:individual control unit for stable 

operation and easy maintenance.

Imported silent slider and linear guide is used for and 

stable carriage moving.
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