
Linear guide + integrated servo

wood,densiyboard,glass,metal,sheet,chevron board,PVC,

Acrylic plate,ceramic tiles,Shaped crafts...

Gigabit network port

Ball screw + stepping

LED water-cooling curing

X-axis movement mode：

Type：

Y-axis movement mode：

Curing method：

Print Interface：

FY-6042F
 L920mm×W1500mm×H690mm

United FancyRIP：

2120

Note: There may difference in parameters due to various reasons, please refer to the real printing.

Specifications Technical Parameters

FY-6042F

F printhead

2m²/h                              

3.7m²/h                        

W+CMYK+V

Model

Printhead

Print Size

Print Speed

6PASS

Printhead configuration

8PASS
*

420x600mm

0.6M × 0.42M Print Size

Small format customize printing, 

whatever you want

Toy making Cosmetics ItemsPrint on Cylinder

Gift customization Cosmetics Packaging customization

Application

UV Flatbed Printer

AC220V   50HZ   3.4A         750W Printer：

Temperature 20℃-28℃    Humidity40%-60% Operation Environment：

The embossing effect can be achieved through the accumulation of white  ink, making the printing 

more textured. High-quality varnish can make the picture more glossy, and through some special 

designs, it can also be partially accumulated and enhanced to further increase the added value 

of the product.

Embossing printing, Varnish effect enhancement
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