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EPSON i3200

/

14m²/h                        

2200mm

10m²/h    

Model

Printhead

Printhead Layout Options

Print Speed

4PASS

6PASS

Print width

8PASS

*

22m²/h                              

14m²/h                        

10m²/h    

15m²/h                              

11m²/h                        

8m²/h    

R5S

RICOH Gen6

R5

RICOH Gen5

/

16m²/h                        

12m²/h    

41m²/h                              

28m²/h                        

18m²/h    

29m²/h                              

20m²/h                        

15m²/h    

FY-UV2200W
Individually controlled negative pressure system for stable ink supply.

Pneumatically controlled feeding and take-up systems with extra large 

260MM-diameter shaft.

Double silent guide, for speedy and stable carriage moving.

New belt feeding system to feed elastic media without distortion.

Double strengthful wallboard, extra large rubber roller.

High-strength printhead plate, with options of different color matches available.

L3955mm×W1035mm×H1500mm

2726

ApplicationSpecifications

2.2M print width ,only roll to roll 
Sophisticated technology in Simple design 

for Spectacular performance

1、The speed data are taken from the printer at high speed,a difference of 10% may occur when running with different computers.

2、Product specifications are subject to change without notice in advance.Color and shape in picture are for reference,computer and  monitor not included.All rights reserved!

      

2C2W2C

Vinyl, Spread flex, PVC soft film, PET film, 

clear film in roll

Positive 0.6~0.8MPa

LED UV Lamp

UV Curable Ink

Negative pressure ink supply

Media Type：

Air Compressor Requirement：

Ink：

Ink supply system：

Curing method：

UnitedFancy, FlexiPRINT, MaintopRIP：

AC220V   50HZ   2240W 

AC220V   50HZ   2200W

Printer：

Print Platform Vacuum Hold Down Area：

Printhead & Layout Options

UV Roll to Roll

Technical Parameters

Features

EPSON i3200 RICOH SPT 1024GS SPT 1024HG

4C on 2PH 2C2W2C 4C on 4PH 2C2W2C 4C on 4PH
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